
 

FITS AND TOLERANCES EXAM 

Description: 

We study a revolute joint represented on following page in a cross-section. This revolute joint uses self-

lubricated bush to ease the rotation of a wheel around the shaft. The shaft should be embedded into the 

base. 

PART 1: FITS 

Problem 1: 

Choose appropriate fits between: 

 Type of fit, reason for the fit Maximum and minimum 
diameter clearance 

shaft 2 and base 1  
 

 

shaft 2 and bush 3  
 

 

bush 3 and wheel 4  
 

 

Explain briefly why you would choose these fits, write down their standard form using symbols in the 

appropriate boxes on the drawing 1, and calculate the maximum and minimum clearances using the tables 

given below. The nominal diameters are given on the drawing. 

PART 2: FUNCTIONAL CLEARANCES & CHAIN OF COTES 

Problem 2: clearance c 

Identify and draw the chain of cotes for the functional clearance c. Write down the equations corresponding 

to the functional clearance c: 

 

A design engineer wants this clearance c to be between 0.25 and 0.5mm. Using the known dimension of the 

base 1, determine the tolerance cote to be used on the shaft. Place this cote on the drawing 2. 

Problem 3: missing clearance “a” 

Identify the functional clearance “a” necessary for the functioning of the revolute joint. Place the clearance 

vector on the drawing 1 and draw a corresponding chain of cotes associated with this clearance.  

BONUS QUESTIONS: 

Problem 4: What is the reason for the clearance “b”? 

Problem 5: Let us suppose that the wheel turns back and forth during operation. What problem might arise 

with the fastening screw 6 and which remedy would you suggest? 
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